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Boundri™ Soft
As an extension to Boundri CeramicSteel divider, we also offer Boundri Soft in 
colorful panels that are tackable and sound absorbent. This lightweight divider adds 
design and function to your office design. Screens come in various widths and have 
adjustable mounts included that fit almost any desktop surface. 

Panel Specs

Dimensions Size  Weight Thickness 

385 mm (h) x 585 mm (w) 0,23 m2 0,5 kg 12 mm

385 mm (h) x 785 mm (w) 0,30 m2 0,7 kg 12 mm

385 mm (h) x 1185 mm (w) 0,46 m2 1,0 kg 12 mm

385 mm (h) x 1524 mm (w) 0,60 m2 1,4 kg 12 mm

385 mm (h) x 1830 mm (w) 0,70 m2 1,6 kg 12 mm

Acoustic Color Options 

Color Finish Finish Code Approximate
RAL Color

Approximate
Pantone* Color

Stone Felt PV39 7030 Cool Gray 6

Dusk Felt PV40 7037 Warm Gray 7

Storm Felt PV41 7001 5425

Aqua Felt PV43 6004 5473

Space Felt PV42 5001 296

Arbor Printed 
Felt PV44    -   - 
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*Pantone is a trademark of Pantone LLC. Use of the Pantone trademark does not imply an endorsement, 
sponsorship, or affiliation.

Panel Properties

Panel Property Testing Standard Unit Value

Length Tolerance EN 438-2:6 mm ± 1 

Width Tolerance EN 438-2:6 mm ± 1 

Squareness Difference in diagonals of panels mm ± 1 .5

Rounded Edges - - R15

General Safety Requirements EN 14434 §6 - Smooth and round edges,  
no risk of injury

General Safety Requirements EN 14434 §6 - Smooth and round edges,  
no risk of pinching/squeezing

General Safety Requirements EN 14434 §6 - No small detachable parts

Fire Resistance EN13501
ASTM E84

-

-

B-s2, d0
Class A

Color Fastness to Artificial Light AATCC 16.3 4.5 at 20AFU

Chemical resistance  
(Demineralized water, Ethanol, Acetone,  
Carpet Stain remover)

EN 438-2 - No Visible change

Stain resistance  
(Soda, Coffee, Soap) EN 438-2 - No Visible change

Stain resistance 
(Whiteboard marker, Permanent marker) EN 438-2 - Marker change of color

Sound Absorption 
(Noice reduction Coefficent) - - NRC = 0.80

Pinnable - - Yes, not self-healing

Material
Element Material   

Face 100% Solution Dyed (Color Through) Polyester


